Abstract: Polylactide (PLA)/poly(butylene adipate-co-terephthalate) (PBAT)/bark flour of plane tree (PF) eco-composites were prepared via melt blending. The morphologies, mechanical properties, crystal structures and melting and crystallization behaviors of the eco-composites were investigated by means of scanning electron microscopy (SEM), mechanical tests, polarized light microscopy (PLM), wide angle X-ray diffraction (WAXD) and differential scanning calorimetry (DSC), respectively. It is shown that the interfacial adhesion between PLA matrix and PF is weak and the mechanical properties of PLA/PF eco-composites are poor. The titanate treatment improves the adhesion between the matrix and the filler and enhances the stiffness of the eco-composites. The toughness is improved by PBAT and ductile fractured surfaces can be found. The spherulitic size of PLA is decreased by the addition of PF. The α crystalline form of PLA remains in the composites. Compared with PF, T-PF (PF treated by a titanate coupling agent) and PBAT have negative effects on the crystallization of PLA.
Introduction
In recent years, there are increasing concerns of global environmental problems and sustainable development. As one of the representative environmentally benign polymers, polylactide (PLA) is considered a replacement of some traditional petroleum-based polymers because it is produced from plant derived resources and has suitable properties [1, 2] . It has been successfully used in packaging, biomedical, film and fiber applications. However, some inherent defects such as the low toughness, slow crystallization rate and relatively high cost have limited the application of PLA in some fields. Therefore, the modification of PLA has been investigated broadly. The toughness can be improved by plasticizers (e.g., tributyl citrate) [3, 4] and polymers (e.g., poly(butylene adipate-co-terephthalate), PBAT) [3, 5, 6] . The crystallinity and crystallization rate can be accelerated by nucleating agents (e.g., dilithium hexahydrophthalate) [7] [8] [9] . The cost can be lowered by addition of fillers (e.g., starch) [4, 6, 10, 11] .
Nowadays, the demands for eco-composites from biodegradable polymers and natural fillers have attracted great interest in the industrial and academic research. Natural fillers are considered as inexhaustible raw materials for the increasing demand for environmentally friendly and biocompatible products. Natural fibers (the main component in most of them is cellulose) are renewable and cheaper substitutes of synthetic ones (glass, carbon and Kevlar fibers) and have several advantages, such as low cost, low density, reduced tool wear, acceptable specific strength properties, renewability and biodegradability. The primary occurrence of cellulose is the existing lignocellulosic material
Results and Discussion

Characterization of PF
The photograph of the barks on the plane tree and the SEM micrograph of the bark flours used in this study are shown in Figure 1 . As can be seen, the bark flours have irregular and coarse surfaces. The particle size lies in a wide range, roughly from several to tens of microns. The Fourier transform infrared (FTIR) spectra of PF and T-PF are shown in Figure 2 . Compared with PF, two weak new absorption bands (669 cm −1 for Ti-O and 1033 cm −1 for P-O) can be found for T-PF. The absorption bands between 1033 cm −1 and 1636 cm −1 are also strengthened. It may be referred that the titanate coupling agent (NDZ-311) reacted with the functional groups (e.g., hydroxyl) on the surface of PF. The hydrophilic surface of PF is changed and the compatibility between T-PF and PLA may be improved. 
SEM Images of PLA Eco-Composites
SEM micrographs of the fractured surfaces of the eco-composites are presented in Figure 3 . The impact-fractured surface of neat PLA is smooth, which indicates that brittle fractures took place during the impact test. In PLA/PF composites, the fractured surface is very coarse, and detached PF particles can be found. In addition, some voids in the PLA matrix are visible where PF was located before the impact test. In addition, more voids can be found with the increase of PF contents. It reflects the poor adhesion between the hydrophobic PLA matrix and hydrophilic PF fillers. The Fourier transform infrared (FTIR) spectra of PF and T-PF are shown in Figure 2 . Compared with PF, two weak new absorption bands (669 cm´1 for Ti-O and 1033 cm´1 for P-O) can be found for T-PF. The absorption bands between 1033 cm´1 and 1636 cm´1 are also strengthened. It may be referred that the titanate coupling agent (NDZ-311) reacted with the functional groups (e.g., hydroxyl) on the surface of PF. The hydrophilic surface of PF is changed and the compatibility between T-PF and PLA may be improved. 
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SEM micrographs of the fractured surfaces of the eco-composites are presented in Figure 3 . The impact-fractured surface of neat PLA is smooth, which indicates that brittle fractures took place during the impact test. In PLA/PF composites, the fractured surface is very coarse, and detached PF particles can be found. In addition, some voids in the PLA matrix are visible where PF was located before the impact test. In addition, more voids can be found with the increase of PF contents. It reflects the poor adhesion between the hydrophobic PLA matrix and hydrophilic PF fillers. In the case of PLA/T-PF composites, the cavities of particle pull-out can also be found, but the amount decreases somewhat in comparison with that of PLA/PF composites, indicating that the titanate coupling agent promotes the interfacial adhesion between PLA and PF. The active groups of the coupling agent could react with the hydroxyl group of PF, weaken the hydrophilicity of PF and improve its compatibility with PLA matrix. Moreover, the long alkyl chain of the coupling agent could twist with the matrix. The coupling schematic is shown in Figure 4 . Therefore, some "bridges" were formed between PLA and PF in the composites, which improve the interfacial In the case of PLA/T-PF composites, the cavities of particle pull-out can also be found, but the amount decreases somewhat in comparison with that of PLA/PF composites, indicating that the titanate coupling agent promotes the interfacial adhesion between PLA and PF. The active groups of the coupling agent could react with the hydroxyl group of PF, weaken the hydrophilicity of PF and improve its compatibility with PLA matrix. Moreover, the long alkyl chain of the coupling agent could twist with the matrix. The coupling schematic is shown in Figure 4 . Therefore, some "bridges" were formed between PLA and PF in the composites, which improve the interfacial interaction. Mamum and Bledzki [34] found that the enzyme modification improved the fiber-matrix adhesion in wheat and rye husks/PLA composites. Wang et al. [44] also found weak interface interaction in PLA/wood flour biocomposites. The silane coupling agent and EMAGMA could improve the adhesion between PLA and wood flours. interaction. Mamum and Bledzki [34] found that the enzyme modification improved the fiber-matrix adhesion in wheat and rye husks/PLA composites. Wang et al. [44] also found weak interface interaction in PLA/wood flour biocomposites. The silane coupling agent and EMAGMA could improve the adhesion between PLA and wood flours. For PLA/PBAT/T-PF composites (Figure 3f,g ), detached PF particles and cavities can still be found. However, the yield deformations (stress whitening regions) appear with the increase of PBAT content, indicating that plastic deformation occurred and are related to the addition of PBAT. Figure 5 presents the mechanical properties of PLA eco-composites. For PLA/PF and PLA/T-PF composites, the tensile strength, tensile stain at break and Izod notched impact strength decrease with the increasing content of the filler. This may imply that there is a poor interfacial interaction between the filler and the matrix because of the poor stress transformation across interphase. The poor interfacial adhesion is proven by the SEM images ( Figure 3 ).
Mechanical Properties of PLA Eco-Composites
It was found that the addition of wood flour to the PLA matrix significantly increased the tensile modulus and flexural modulus because the modulus of wood fiber is higher than that of the polymer [46] . The tensile modulus and flexural modulus of the eco-composites continuously increases to the maximum at the loading of 40% filler in this study. The increases of tensile (Young's) modulus were also found in PLA/banana fiber biocomposites [27] , cotton fiber-reinforced PLA composites [30] , PLA/bamboo fiber biocomposites [32] , and PLA/artichoke fiber composites [37] . This phenomenon is common in composites reinforced with hard fillers.
PLA/T-PF composites show appreciably higher tensile modulus, flexural modulus and Izod notched impact strength than those of PLA/PF composites. It is evident that the titanate coupling agent improves the interfacial bonding between PF and PLA and increases the mechanical properties. Wang et al. [44] also found that the silane coupling agent had the positive influence on the mechanical properties of PLA/wood flour biocomposites. For PLA/PBAT/T-PF composites (Figure 3f,g ), detached PF particles and cavities can still be found. However, the yield deformations (stress whitening regions) appear with the increase of PBAT content, indicating that plastic deformation occurred and are related to the addition of PBAT. Figure 5 presents the mechanical properties of PLA eco-composites. For PLA/PF and PLA/T-PF composites, the tensile strength, tensile stain at break and Izod notched impact strength decrease with the increasing content of the filler. This may imply that there is a poor interfacial interaction between the filler and the matrix because of the poor stress transformation across interphase. The poor interfacial adhesion is proven by the SEM images ( Figure 3 ).
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PLA/T-PF composites show appreciably higher tensile modulus, flexural modulus and Izod notched impact strength than those of PLA/PF composites. It is evident that the titanate coupling agent improves the interfacial bonding between PF and PLA and increases the mechanical properties. Wang et al. [44] also found that the silane coupling agent had the positive influence on the mechanical properties of PLA/wood flour biocomposites. For PLA/PBAT/T-PF composites (Table 1) , the tensile strength, tensile modulus and flexural modulus decrease with the increasing content of PBAT. However, the tensile stain at break and Izod notched impact strength increase continuously with PBAT content. It means that the elastomeric PBAT improves the toughness but weakens the strength and stiffness of the composites. The ductile fractured surfaces can be found in Figure 3f ,g. Figure 6 shows polarized light microscopy (PLM) images of the isothermally crystallized samples. The spherulitic morphology of the neat PLA sample presents the perfect Maltase extinction crosses, and the spherulitic size is larger than 100 μm. Crystallization induced by self nucleation is possible, and the spherulites grow outwards until they impinge on each other and further growth is arrested.
Polarized Light Microscopy Images of PLA Eco-Composites
In comparison to the neat PLA sample, PF and their aggregates can be observed in the eco-composites. As a result of the nucleating effect of PF, the spherulitic size of PLA decreases and the number of spherulites increases greatly. Because of the disturbance of the filler, the fine textures It was found that the addition of wood flour to the PLA matrix significantly increased the tensile modulus and flexural modulus because the modulus of wood fiber is higher than that of the polymer [46] . The tensile modulus and flexural modulus of the eco-composites continuously increases to the maximum at the loading of 40% filler in this study. The increases of tensile (Young's) modulus were also found in PLA/banana fiber biocomposites [27] , cotton fiber-reinforced PLA composites [30] , PLA/bamboo fiber biocomposites [32] , and PLA/artichoke fiber composites [37] . This phenomenon is common in composites reinforced with hard fillers.
PLA/T-PF composites show appreciably higher tensile modulus, flexural modulus and Izod notched impact strength than those of PLA/PF composites. It is evident that the titanate coupling agent improves the interfacial bonding between PF and PLA and increases the mechanical properties. Wang et al. [44] also found that the silane coupling agent had the positive influence on the mechanical properties of PLA/wood flour biocomposites.
For PLA/PBAT/T-PF composites (Table 1) , the tensile strength, tensile modulus and flexural modulus decrease with the increasing content of PBAT. However, the tensile stain at break and Izod notched impact strength increase continuously with PBAT content. It means that the elastomeric PBAT improves the toughness but weakens the strength and stiffness of the composites. The ductile fractured surfaces can be found in Figure 3f ,g. Figure 6 shows polarized light microscopy (PLM) images of the isothermally crystallized samples. The spherulitic morphology of the neat PLA sample presents the perfect Maltase extinction crosses, and the spherulitic size is larger than 100 µm. Crystallization induced by self nucleation is possible, and the spherulites grow outwards until they impinge on each other and further growth is arrested. Figure 7 illustrates wide angle X-ray diffraction (WAXD) patterns of the isothermally crystallized samples. The diffraction peaks at 2θ = 16.7° and 19.3° correspond to (110)/(200) and (203) planes of PLA, respectively, which belong to the orthorhombic α crystal form of PLA [4, 17, 23, 33, 39] . Only two distinctive peaks of α-PLA are observed for PLA/PF, PLA/T-PF and PLA/PBAT/T-PF composites. No obvious differences related to the diffraction peaks, and peak positions are observed between the neat PLA and its composites. Therefore, the crystal structure of PLA is not changed in the eco-composites. In comparison to the neat PLA sample, PF and their aggregates can be observed in the eco-composites. As a result of the nucleating effect of PF, the spherulitic size of PLA decreases and the number of spherulites increases greatly. Because of the disturbance of the filler, the fine textures of the spherulites of PLA are difficult to be distinguished in the composites. The similar results were also found in PLA/CaCO 3 [4] and PLA/nucleating agents systems [7] [8] [9] . Figure 7 illustrates wide angle X-ray diffraction (WAXD) patterns of the isothermally crystallized samples. The diffraction peaks at 2θ = 16.7˝and 19.3˝correspond to (110)/(200) and (203) planes of PLA, respectively, which belong to the orthorhombic α crystal form of PLA [4, 17, 23, 33, 39] . Only two distinctive peaks of α-PLA are observed for PLA/PF, PLA/T-PF and PLA/PBAT/T-PF composites. No obvious differences related to the diffraction peaks, and peak positions are observed between the neat PLA and its composites. Therefore, the crystal structure of PLA is not changed in the eco-composites.
Wide Angle X-ray Diffraction Characterization of PLA Eco-Composites
(203) planes of PLA, respectively, which belong to the orthorhombic α crystal form of PLA [4, 17, 23, 33, 39] . Only two distinctive peaks of α-PLA are observed for PLA/PF, PLA/T-PF and PLA/PBAT/T-PF composites. No obvious differences related to the diffraction peaks, and peak positions are observed between the neat PLA and its composites. Therefore, the crystal structure of PLA is not changed in the eco-composites. Figure 8 shows the heating and cooling curves of the isothermally crystallized samples. The differential scanning calorimetry (DSC) parameters are listed in Table 2 . The first heating curves are shown in Figure 8a , and double melting peaks are found for neat PLA and PLA eco-composites. Many semi-crystalline polymers show multiple melting peaks due to bimodal crystal distributions produced by annealing, reorganization and recrystallization, polymorphism and different molecular weight species [52] . This phenomenon is also found for neat PLA and PLA blends and composites in the literatures [3, [7] [8] [9] 18, 23, 25, 27, 31, 33, 38, 39] . The WAXD spectra (Figure 7 ) indicate that only one crystalline modification was developed in the samples and the double melting peak seen in the DSC heating run may reflect the melting of crystalline regions of various sizes and perfection. The lowand high-temperature peaks are ascribed to the melting of the crystals with two distinct lamellar populations. In addition, the high-temperature peaks may also originate from the melting of crystals formed through a melt-recrystallization process during the heating scan. X c values of PLA/PF and PLA/T-PF composites are greater than that of neat PLA because PF and T-PF may act as nucleating agents and increase the crystallinity of PLA. Moreover, X c of PLA/PF composites is slightly higher than that of PLA/T-PF composites at each filler loading. It is considered that the molecular motion of the polymer matrix could be restricted by the addition of coupling agent. In our system, the functional group of titanate coupling agent and PLA molecules may form "bridges" and the molecular motion of PLA could be restricted, results in a decrease of X c in PLA/T-PF composites. Lee and Wang [32] also found that the enthalpy of crystallization decreased by increasing coupling agent content in PLA/bamboo fiber composites. X c values of PLA/PF and PLA/T-PF composites both reach the maxima at 20 wt % filler contents, then they decrease with the increasing contents of fillers, and the values of the former is greater than those of the latter. Maybe excess fillers restrict the molecular motion of the matrix, and then hamper the crystallization ability of the polymer. X c values of PLA/PBAT/T-PF samples decrease with the increasing PBAT content. As a flexible polymer, PBAT may decrease the crystallinity of PLA and weakens the nucleating effect of T-PF. 
DSC Measurements of PLA Eco-Composites
Materials and Methods
Materials
The commercial PLA pellets (Ingeo™ 4032D, Nature Works, Minnetonka, MN, USA) exhibits a density of 1.25 g/cm 3 , viscosity-average molecular weight of 13.6 × 10 4 [8] . Titanate coupling agent (NDZ-311, bis(P,P-bis-ethylhexyl diphosphato) ethanediolato titanate, CAS no. 65467-75-6, the structural formula is shown in Figure 9 ) was obtained from Nanjing Shuguang Chemical Co., Ltd. Figure 8b shows the second heating curves of the isothermally crystallized samples. A wide cold crystallization peak (80-130˝C) appears for neat PLA, indicating the incomplete crystallization of PLA (X c = 15.24%) during the cooling process. Compared with the first melting curve, the low temperature peak almost disappears and the high temperature peak becomes bigger for neat PLA. Obviously, the crystals formed during the cold crystallization melted later than those formed after cooling process.
In addition, the low temperature peaks become smaller or disappears for PLA/PBAT/T-PF samples. Maybe the perfect crystals are the major ones after the cooling procedures. Whereas the opposite trends show for PLA/PF and PLA/T-PF composites, the low temperature peaks strengthen during the second heating procedure, indicating that the impeferct crystals predominate after the cooling procedure. It may relate to the nucleating effect of the fillers, the imperfect crystals were facilitated to form on the surfaces of the fillers, and the perfect ones were suppressed during the cooling procedure. The trends of X c values of the samples are similar to those in the first melting procedure, as Table 2 shows. However, these values are lower than those in the first melting procedure. It owes to the isothermal crystallized samples used in the first melting procedure, thus the increased crystallinities are present. Figure 8c shows the cooling curves of the isothermally crystallized samples. It is difficult to identify the wide crystallization peak of neat PLA. It reflects the slow crystallization rate and poor crystallization ability of neat PLA. Obvious crystallization peaks appear for PLA/PF and PLA/T-PF samples, and T c values reach the maxima at 20 wt % fillers. T c values of PLA/PF composites are greater than those of PLA/T-PF samples. These results are in accordance with X c values in Table 2 . Excess fillers may restrain the mobility of PLA chains and disturb the crystallization of PLA. T c values of PLA/PBAT/T-PF composites are less than that of a PLA/T-PF (70/30) sample, and T c decreases with the increasing PBAT contents. It indicates that PBAT plays a negative effect on the crystallization of PLA.
Materials and Methods
Materials
The commercial PLA pellets (Ingeo™ 4032D, Nature Works, Minnetonka, MN, USA) exhibits a density of 1.25 g/cm 3 , viscosity-average molecular weight of 13.6ˆ10 4 [8] . Titanate coupling agent (NDZ-311, bis(P,P-bis-ethylhexyl diphosphato) ethanediolato titanate, CAS no. 65467-75-6, the structural formula is shown in Figure 9 ) was obtained from Nanjing Shuguang Chemical Co., Ltd. (Nanjing, China). Petroleum ether (Wuxi Yasheng Chemical Co., Ltd., Wuxi, China) was commercially available. All were used as received. (Nanjing, China). Petroleum ether (Wuxi Yasheng Chemical Co., Ltd., Wuxi, China) was commercially available. All were used as received. 
Preparation of Samples
Barks of plane trees were collected in the campus of Nanjing Tech University. They were washed with tap water and dried in a blast oven at 100 °C for 4 h. Then, they were smashed into flours in a high-speed pulverizer and passed through a 100 mesh (150 μm) sieve. The images of the barks and PF are shown in Figure 1 . In addition, 100 g of PF and a solution of 1 g titanate coupling agent in 20 g petroleum ether were added into a high-speed blender. The mixture was stirred at 25,000 rpm for 2 min. Then, the mixture was dried to a constant weight at 100 °C. A granule of the eco-composites was placed between two glass slides on a hot stage kept at 200 °C for 5 min to allow the sample to melt completely and remove thermal history, and then squeezed 
Barks of plane trees were collected in the campus of Nanjing Tech University. They were washed with tap water and dried in a blast oven at 100˝C for 4 h. Then, they were smashed into flours in a high-speed pulverizer and passed through a 100 mesh (150 µm) sieve. The images of the barks and PF are shown in Figure 1 . In addition, 100 g of PF and a solution of 1 g titanate coupling agent in 20 g petroleum ether were added into a high-speed blender. The mixture was stirred at 25,000 rpm for 2 min. Then, the mixture was dried to a constant weight at 100˝C. The treated PF was labeled as T-PF.
Before A granule of the eco-composites was placed between two glass slides on a hot stage kept at 200˝C for 5 min to allow the sample to melt completely and remove thermal history, and then squeezed on the top slide to form a film and quickly transferred onto a hot stage kept at 120˝C and lasted for 60 min. Finally, the film was quenched to room temperature. The thickness of the samples after isothermal crystallization was about 0.5 mm for DSC and WAXD characterization, and 10-20 µm for PLM observation, respectively.
Scanning Electron Microscopy (SEM) Observations
The PF particles and impact-fractured surfaces of the selected specimens were sputtered with gold under vacuum. Then, the surfaces were observed using SEM (TM-3000, Hitachi, Tokyo, Japan).
Fourier Transform Infrared Spectroscopy (FTIR) Characterizations
The FTIR spectra of PF and T-PF were recorded with a FTIR spectrometer (Nexus 670, Thermo-Nicolet, Madison, WI, USA) using KBr pellets over the range from 400 to 4000 cm´1.
Mechanical Measurements
The tensile strength and flexural modulus of the specimens were tested using an electromechanical universal testing machine (CMT5254, Shenzhen SANSI Testing Machine Co. Ltd., Shenzhen, China) according to ISO 527 and ISO178, respectively. The Izod notched impact strength was tested using a pendulum impact testing machine (MZ2056, Jiangdu Mingzhu Testing Machine Factory, Jiangdu, China) according to ISO180. Before impact measurement, specimens were notched on a plastic specimen notcher (MZ2061, Jiangdu Mingzhu Testing Machine Factory, Jiangdu, China). All specimens were conditioned at 23˝C for 24 h before tests.
Polarized Light Microscopy (PLM) Observations
Spherulitic morphologies of the isothermally crystallized samples were observed using a polarized light microscope (LW-200-4JS, Shanghai LW Scientific Co., Ltd., Shanghai, China) equipped with cross polars and a CCD camera. A primary red filter was located diagonally between cross polars. Pictures were captured and stored in a computer.
Wide Angle X-ray Diffraction (WAXD) Characterization
WAXD diffraction patterns of the isothermally crystallized samples were recorded using an X-ray diffractometer (ARL X'TRA, Thermo Electron Corp., Milford, MA, USA) using Cu K α radiation (λ = 0.154 nm). It was operated in reflection mode at 40 kV and 30 mA. Radial scans of intensity versus diffraction angle (2θ) were recorded in the range of 5˝to 35˝with a scanning rate of 10˝/min and a step size of 0.02˝.
Differential Scanning Calorimetry (DSC) Measurements
The melting and crystallization behaviors of the isothermally crystallized samples were measured with a ZF-DSC-D2 DSC apparatus (Shanghai Zufa Industry Co., Ltd., Shanghai, China) in a dry nitrogen atmosphere. The instrument was calibrated with pure indium, tin and zinc for temperature and heat flow, respectively. All samples were heated from room temperature to 200˝C at a rate of 10˝C/min, and held at 200˝C for 5 min to eliminate the thermal history. Then, the melted samples were cooled down to 30˝C at a rate of 5˝C/min and held at 30˝C for 5 min, finally reheated to 200˝C at the rate of 10˝C/min. The melting and cooling curves were recorded. The melting temperature (T m ), enthalpy of melting (∆H m ) and enthalpy of cold crystallization (∆H cc ) were determined from the melting curves. The peak temperatures (T c ) of melt-crystallization were determined from the cooling curves.
The crystallinity (X c ) of the samples was calculated using Equation (1):
where ∆H˝m = 93.6 J/g for 100% crystalline PLA, W PLA is the wt % of PLA in the composite [4] .
Conclusions
The morphology, mechanical properties and crystallization of PLA/PF, PLA/T-PF and PLA/PBAT/T-PF eco-composites were investigated. SEM results present a poor interfacial adhesion between PLA matrix and PF, while titanate treatment improves the interfacial adhesion. The ductile fracture mode is found in PLA/PBAT/T-PF composites. The tensile modulus and flexural modulus are improved by the fillers, while tensile strength, tensile stain at break and Izod notched impact strength show an opposite trend. Titanate coupling agent improves the mechanical properties of PLA/PF composites. PBAT improves the toughness but weakens the strength and stiffness of the eco-composites. PLM observations show that PF and T-PF significantly decrease the size of spherulites. WAXD results show that the crystal structure of PLA is not changed in the composites. DSC results indicate that PF remarkably improves the crystallization of PLA, but T-PF and PBAT weaken the crystallization ability of the composites.
